
Application
Weigh scales in the BH laboratory range offer a professional 
weighing solution for applications such as schools, research 
centres, retailers or wholesalers,etc... 
It is reserved for internal use.

European directives
& Directive 89/336/CEE related to Electromagnetic 

Compatibility.
& Directive 73/23/CEE related to Low Voltage equipment.

Available models

HML Model :

Environmental characteristics
& Protection : IP 54.

Standard content of delivery
& The BH weigh scale is delivered with its protection cage.

General presentation

Display :
& Six 26 mm digits LCD with backlight.

Keypad :
& 8 Touch-sensitive keys.

Power supply :
& By 230 V / 50 Hz mains power supply module included.
& 4 LR 14 batteries (not included).

Dimensions :
& Weigh scale : 180 x 150 x 230 mm (l x h x p).
& Loading plate :

• BH 600 A : Ø 116 mm.
• BH 3000 A : rectangular 144 x 124 x 6,5 mm.

Functions
& Weighing.
& Counting.
& Percentage.
& Change units.

Parcels batching
& Dimensions : 310 x 240 x 130 mm.
& Weight : 1,6 kg.

Model Max. d
BH 600A 600 g 0.01 g

BH 3000A 3 000 g 0.1 g

BH 600 A

BH 3000 A
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Laboratory weigh scale
BH 600 A / 3000 A
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Your weighing specialist Illustrations are not contractual. Precia-Molen reserves the 
right to modify at any time, without prior notice, the  
information contained in this leaflet.

Offices and Factory
P.O. Box 106 - F 07000 Privas - France
Tel. 33 (0) 475 664 600
Fax 33 (0) 475 658 330
E-MAIL webmaster@preciamolen.com

RCS : 386 620 165 RCS Aubenas


